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Video Server
Model No: VS8102

Made in Taiwan

This device complies with part 15 of the FCC rules. Operation is subject to
 the following two conditions: 
(1)This device may not cause harmful interference, and 
(2) this device must accept any interference received, including interference 
that may cause undesired operation.

MAC:0002D1730202

RoHS 0002D1730202

00-02-D1-73-02-02                192.168.5.151                 VS8102

Installation
Wizard 2

IW2

4 IP-Adresse zuweisen

1. Führen Sie den „Installationsassistenten 2“ im Verzeichnis Software Utility auf der 
Software-CD aus.

2. Das Programm analysiert Ihre Netzwerkumgebung. Nach der Analyse Ihres 
Netzwerkes klicken Sie bitt auf die Schaltfl äche „Weiter“, um das Programm 
fortzusetzen.

3. Das Programm sucht nach VIVOTEK Videoempfängern, Videoservern oder 
Netzwerkkameras in demselben LAN.

4. Nach der Suche erscheint das Haupt-Installationsfenster. Klicken Sie auf die MAC-
Adresse, welche der auf der Unterseite des Gerätes angegebenen entspricht, um 
sich via Internet Explorer mit dem Video Server zu verbinden.
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Beachten Sie für das weitere Setup die Benutzeranleitung auf der 
Software-CD.

1. Greifen Sie auf den Video Server vom LAN aus zu.
2. Erhalten Sie Live - Videoaufnahmen mittels Internet Browsern oder durch 

Aufnahmeprogramme.

5 Betriebsfertig






